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BALANCE SYSTEM FOR THE ABTRIUEEN 13" x 15% SUPE{SONIC ‘WIND TUNNEL

ABSTRACT

" A new des:l.gn 6-component external balance system for a
supersonic wind bunnel is deseribed, The design contemplates
use of Eastman electrommgnetic weighing cells, and cemsiders
such factors as building vibrations and tenperat.ure changes.
Interactions and their elimination are discussed, including

the method of alignment of parts.
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Introduction

, A new flexible nozzle supersonic tunnel with 13* x 15" test section area
" is being built. for the Aberdeen Wind Tunnels laboratory., It was desired to
provide this tunnel with an exceptionally good six-component balance. "4 good
balance system of conventional. tripod or pyramid design was first designed;
but studies of the interactions produced by deflections of the struts and
flexures led to a complete re-design, which is described in thds report.

The balance system for this tummel is designed for the following ranges;

Drag + 50 lbs {or =20 to + 80 1bs)
Lift | 1;100 1bs

Side force ; 50 1bs

Pitching Moment +600 1n. . 1bs

Rolling Moment . +300 in, Ibs

Yawing Moment | | +300 in, 1bs

The general design philosophy has beem followed that wind tunnel balances
sre in general not nearly as accurate as desirable in measuring moments; plane
and missile designers want “center of pressure positions to greater accuracy
than is usually obtainable from wind tunnel balance data. The balance was
designed with the hope of obtaining an. aceuracy of 0,1% of actual value of
each force compopent whenever this Torce component is more than 1% of maxiwm
value which the palance can carry. This requires that the maximum value of a
force componencb be 100,000 times the least count of the balance,

Accordmgly, a mumber of changes were made from the or:.g:mally proposed
balance design in an attempt to get this high accuracy, These changes included
& new design Ifoad cell, a new design-balance. linkage different ip principle
from the originsl pyramid des:.gn, a change in the location and design of the
moment tare counterweight, use of a great deal of invar'in the balance system
to get rid of misalignment dué to temperature differences in the various parts ,
of the bala.nee, the design of a vibrah.on—absorbing foundation for the balance
system, and-the design of p more-efficidnt flexure for llnkage struts,

Load.Cells

The Eastma.n Magnetic Pot, des:.gned by Prof,. Eastman of the University of
Washirigton (Seattle, Washington) and built by the Instrument’ La'bora.tery of
Seattle was selected as the load eell, since it does have the accuracy o
satisfy the requirements, This cell supports a load by the force acting on
a d.c. current carrying eonductor in a permanent magnet field, bemg similar

ey
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in prineciple to the Kelvin current balance, The design is such that the
permanent magnetic field across the air-gap is neither weakened nor
strengthened by the variable magnetic field due to the load current, so
that the load current varies linearly with the load to a high degree of
acourdacy. :

These Tastman Pots have always been used as springs; i.e., the
deflection of the load colil under load produces an eledtrical signal
which is amplified and used to regulate the load current, so that the
deflection is proportional to the applied load. The usual optical
displacement sensing devices allowed as much as 010" displacement
for 10 lb.load, or an equivalent spring rate of 1000 1bs per inch
deflection. The deflection of the load cell causes balance mis-
alignment and hence interactions. Accordingly, much time was spent
in the improving the stiffness of these cells by a new control. system.

By the use of a Schaevitz differential transformer at 5000 cycles
as a displacement sensing device, the load-carrying capacity and stiff-
ness of the Eastman pots has been increased to the point where they will
now carry - L0 1bs with a deflection of less than 0.0005", or an equi-
valent spring rate of above 80,000 1lbs/in,

The corwentional oil dash pot for damping is totally inadequate at
this stiffness, so that it was necessary to add a velocity pickup,
essentially a small permanent field generator which gives off an e€lectrical
voltage proportional to the velocity when the load cell vibrates., By
amplifying separately displacement and veélocity signals (with proper filters
in each circuit), the Tastman pots have been made stable at this stiffness
when comnected to dummy balance linkages having many natural frequencies
in the range from 20 to 500 cycles.

The development of the Eastman Pot control system with electronic '
damping is described in BRL Report No. 805, "A High Stiffness Electromagnetic
Weighing System®,

General Description of Interactions

For a 6-component balance system, the interactions can be ¢lassified as
first order, second order, third order, etc, The first order, which will
be called linear also, will be discussed first; these are the ones which
appear when a single force (or moment) component is applied. Let F., ¥,,
-=-=y Fz be the applied force or moment, 1?.1,9 st e, R6 be the corre-
sponding balance reading converted to 1bss (of in, 1bs;); then the follow-
ing set of equations holds

174y B+ App Fp & - ¥ g T

=
I

Rg = Agy Fy + Ao Fp + ~m=m + Agg Fg
S .



That is, when any single force componart is a.pm,:.ed, alt other F
being zm'o, these equations give the corre%pondm& readings Rz’
——— observed, For a correctly aﬂ;justed balance,. the matfFix "A
should ge a unit matrix;

0ifi oG

il

A3 _
1if i = §

Since there are 30 linear interaction coefficients A, . with i # j,
it is plain that at least 30 separate adjustments to the Hgeometry of
the force decomposing linkage must be made to eliminate these linear
interactions, .

Perha s a clearer notation is to le‘b R, ; be the reading in lbs.
for the itR force component when the 3 comﬁonen‘b of farce is applied;
then in termy of the matrix Aij’ the following 36 equations hold

Rig =843 %5 .

any proper 6-component balanbe mist permit sufficient adjustments so
that the matrix A can be made a unit matrix,

. The guadratic interactions may be defined hy a set of equations

Bisk = Bijx F3 Tx |
where R is the error in the reading of the ith component when F 3 and
Flc are & ied simidtaneously. These quadratic interactions have
several ¢auses: yielding of load cells under load, yielding of
balance linkage members (stretching of struts and flexures, bending
of beams and bell-cranks, yielding of ground points, stiffness of
i‘lexures) 5 and improper location of flexures.

Since there are 6> = 216 of these quadratic errors, it is rather
impractical to provide this many adjustments in addition to the 30
required for the linear interactions. The quadratic interactions are
made small by proper location of flexure centers, making the flexure
bending stiffness very small in places where bending moment in
flexure causes interaction, making flexares as stiff as possible in
tension, making the base frame, beams and bell-cranks rigid, and
making the load cells as stiff as mractical., For example, if the two
arms of a bell-crank ars not exactly at right angles to the loads, when
the bell-crank rotates slightly under load the ratio of arm-lengths
changes, leading to a quadratic error proportional to the load times-
the rotational angle and hence proportional to the square of the load.

This balance system lias been designed so that a great many of the
quadratic interactions are zero. It was impossible to make all quadratic
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interactions zero. In particular, the design of the 1ift strut was
made such that no moment errors appear as a result of lift applied
simulatneously with any othar component; as a result, there is left
in the system a gnadratic drag error proportional to the product of
1lift and drag, and another proportional to the product of 1ift times
pitching moment, Further discussion of these interactions is better
left until the description of the balance system has been given.

Angle of Attack Mechanism Fig 1

The angle of attack mechanism consists of a crescent carrying the
'model support strut, suppoyted by three guide rollers in the strut
carrier bracket, This allows the model angle of atiack to be changed,
the center of rotation being on the sitrubt centerline and tunnel center-
line, generally near the model center. The angle of attack drive is
from a small motor and reduction gear to the pinion gear shaft, The
strut carrier bracket also carries two pairs of rollers for the dual
steel tape drive to the moment tare compensator, a fine and coarse
selsyn to give remote indication of angle of atitack, and a third
selsyn to provide angle of attack mformation to the windshield drive
servo-system.

The part of the crescent in the air-stream and the model support
strut nearly to the model base are enclosed in a windshield which
follows the strut and crescent rotation, but must never touch to
produce forces; the windshield servo-drive contains a manual differ-
ential adjustment to be used in case there is strut-windshield
contact (indicated electrically) due to air loads bending the strut,
The angle of attack of the crescent is over the range -10° < e§+15 3
though the windshield moticn is limited to a 20° range. Thus b
making a wmdshlel change, there are two available ranges,-10
£ 6+ 100 and 5= 85+15°,

Moment. Tare Compensator

It was originally planned to extend the erescent into the region
above the air-stream, and adjust the weight W until 'bhe c.g. of the
upper half of the crescent at B in figure 2a was 180° from the c.gz.
of the model and lower half of the crescent of A, and the products
of the two weights times their corresponding lever-arms was equal,
thus bringing the c.g. of the entire mass to the center of rotation;
then there would be no moment tare as the angle of attack was changed.

There were two objections to this method of moment tare compen-
sation, The most serious objection is that crescent deflection causes
first order interactions of considerable magnitude. The crescent
deflects under air loads applied to the sting; the worst deflections
are caused by a side force, which applies combined torsion and bending
in the weaker direction to the crescent. Under this deflection, the
heavy counterweight at the end of the upper crescent hoern is deflected
out of the vertical plane through the tunnel axis and hence produces a



rolling moment., This leads to a first order interaction, rolling mement
produced by side force. For one position of the crescent, this inter-
action could be eliminated by intentional misalignment of the points
where side force and rolling moment forces are taken of the floating beam.
But since the crescent gets stiffer as angle of attack is increased, this
correction would hold at onl¥y one angle of attack. Secondly, since all
models will not have their c.g. on the support sting centerline, the
weight at the end of the upper crescemt horn would have to be adjustable
in two directions, parallel and perpendicular to the sting centerline,
Space available in the-design and the difficulty of getting power leads
to a motor drive for the counterweight adjustments were also argmnen’ts
in favor of a new moment tare compensator design,

Accordingly it was decided ta change the method of moment tare
compensation, Essentially the change consists of removing the upper
half of the crescent and weight W of figure 2a, and hanging it below
the crescent so that it revolves about an effective center C' as in
figure 2b; a dual steel tape drive makes the angular displacement of
the moment tare compensator azbout its effective center €' egqual to
that of the crescent, strut and model about €. Then if the weights
Wl and W2 are adjusted until the vector Wo x AC is equal to the vector

W, x G'B in magnitude and direction (where W_, W are the weight of the

crescent assembly and the compensator assembly respectively), perfect
moment tare compensation will be achieved with no air forces,

Tt will be noted that the tape tension inereases as the angle of
attack becomes negative, which would stretch the tape more and tend to
make the compensator rotate faster than the crescent. This error is
compensated to the first order by making the tape radius on the
conmpensator vary. slightly greater than on the crescent.

In studying the adJustments of weights W, and W,, it is easier to
visusllze the problem if the moment tare eompénsator is considered to
translated back to the configuration of figure 2a., Then it can be
seen that the weight W, which moves perpendicular to .the strut does
not need to be readjus%ed whenever the weight of the strut and model
are changed, as long as the strut and model center of gravities are
on the strut centerline, Hence the adjustment of W, is manual, and
will require opening the balance tank. When W, is properly adjusted,
the c.g. of the whole assembly in figure 2a is on the strut centeriine. -
When the strut and model combination is changed, weight is only added &f
subtracted on the strut centerline, which will move the c.g., of the
assembly along the strut centerline; the c.g. can be brought hack to the
center of rotation by changing the pos:.tion of Wl which moves parallel
to the strut centerline, 1

Since W, will have to be readjust.ed whenever the model is changed,
it rides on a motor-driven screw and hence is adjustable by remote control.

9 L& M
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Moment Table |

The moment tab1e|is shown in figure 3; it, with the crescent carrier
bracket assembly bolted to it's top carrying the crescent, strut and
model, constitutes the floating part of the balance system. The moment
table carries tracks on which the moment compensator rides, so that this
compensator has an effective center of rotation at Ct, the center of
curvature of the tracks.

' The moment table is restrained by 7 struts ending in flexure connect-
J.ons, whose lines of application are shown by the 7 mumbered arrows. -
Struts 1 and 2 take care of drag and pitching moment, 3 and L handle side
force and rolling moment, 5 is for 1lift, while a couple applied through
6 and 7 resists yawing motion.

Force Decomposition

The struts which support the moment table and hence the whole floating
part of the balance system (including crescent carrier bracket, crescent,
model strut and moment tare compensator) are all parallel or perpendicular
to the tunnel axis; and all horizontal except far the 1ift strut which is
vertical. These struts have flexures at each end which are specislly
designed to have very low bending moments, yet be stiff in compression or
tension, Neglecting the residual bending moments, and asSuming the struts
are properly aligned, the 6 conq:onents of forces are already partially
resolved in this fashion.

Forces | Struts resisting the forces

Drag, Pitching Moment P No. 1, 2
Side force, yawing moment ' Noo 3k
Lift - ' No, 5

Yawing moment _ _ ‘ _ Noe 65 7

Since the struts 6, 7 are parallel to struts 1; 2, this decomposition
is not evident until one is informed that the linkage at the far end of
struts 6, 7 is such that these can only transmit a torque; i.e., when 6
is under tension, 7 is under a numerically. equal compression.

Yaw Linkage Mechanism

The principle of the yaw linkage is shown in figure L The strut No.
6 ends in a flexure on the reversing beam, which has crossed flexures to
ground at its center and is connected at its other end with crossed flexures
to a floating beam, -Strut No. 7 from the moment table is connected to the
other end of the floating beam, and the yaw take out strut is attached by
flexure to the center of the floating beam,

10



Thus a compression load of F 1bs, applied to the yaw takeout strut
resmlts in a tension of F/2 1bs in strut 7 and a compression of F/2 1lbs
in strut 6, and hence applies a pure torque of magnitude Fb/2 to the
moment table. of if My yaw moment is applied to the moment table a

force ‘
F=2M/f
appears at the yaw takeout strut.

Neglecting flexure stiffness, the moment table can be displaced™in a
direction parallel to struts 6, 7 without causing force or motiofi to occur
at the yawing moment takeout st.rut" boththe floating and reversing beams
rotate about their centers under this displacement,

_ The yawing moment takeout stryt’leads to a bell-crank whipgh changes
the force direction to vértical a2t g gowveniont lecation for the force
measuring cell. The bellwcrank arm laugths ratio is selectad so that
the full load on the measuring cell t 235 1bs) corresponds to the desired
maximum moment specified in the designe

Tt now becomes evident thet the .other struts 1, 2 parallel 6 the
tunnel axis will carry loads produced by drag and pitching momemt.

Drag - Pitching Moment Resolving System

The principal of this linkage is shown in figure 5. Strut No. 1
is a distance a below the tunnel centerline (center of moments) and
extends to a flexure at the upper end of the reversing beam, Strut No, 2
is a distance 23 below the center of moments, and extends to the lower
end of the floating beam, The reversing beam is grounded by a crossed
flexure hinge at its center; and a crossed flexure hinge connects its
lower end to the upper end of the floating beam,

The drag takeout strut is connected at a third of the way down the
floating beam, and the pitching moment takeout strut 1s connected to the
center of the floating beam, both by flexures, Using the plus sign for
compression and the minus sign for tension in struts, a drag force of D
1bs, and a moment of M in, 1lbs. produces in the struts the following forces:

Strut Yo, 1 2D+ M/a

Strut No, 2 -D -M/a -
Drag takeout strut -3D

Moment takeout strut -2M/a

Investigation shows that the heights of the drag and moment takeout
struts must be correctly located to within &bout 0.0001* in order to get
rid of interaction between thess two farces, Hence special fine adjustments




are included in these heights,

Referring to figure 5, the drag and pitching moment takeout struts
are about 3.5 inches apart, and a force of 3D = 2L0 1bs, is applied to
the drag takeout strut when full load drag is applied. If this height
"1is off by an amount E inches, there is a resulting force applied to the
moment takeout strut of EhOE/3 S. The least count in high range pitching
moment is 600 1bs, x 107 = .06 in, 1lb., and sinece the distance A is about
28", the resulting force 2M/a in the moment takeout strut is 0. 12/28 1bs.
EQuating these values and solving for E gives

E = (,012) (3.5)/(2k0) 28)
= 0,62 x 10“h inches

That is, to eliminate 1inear moment error due to dra.g, the height of the
drag takeout length must' be zdjusted to mthm 62 micro:l.nches.

The height of the moment takeout strut requires a similarly fine
adjustment. The schematic princlple of these fine adjustments i8 shown in
the small sketch in Figure 5.

The drag and pftching moment takeout struts lead to bell-cranks which
serve to change the forces to vertical forces of -35 1b§ range - which acts
on the drag and 1ift cells, The noiminal drag range is -50 lbs. The drag
bell-crank carries provisions for adding a pre-lcad which is equivalent to
. =30 1b drag; this gives a range of =20 to +80 1bs. Since these pre-load
weights are in the balance tank, subject to varying messure and hence
varying buoyancy, a hollow sphere of the proper volume is used to counter-
balance the buoyancy effect. Without the sphere, the error due to buoyancy
change when the balance tank is evacuated amounts to about ten least counts
of the drag balance, -

Since the c.g. of the floating system is evidently down-stream of the
center of moments, the pitching moment bell-crank carries an adjustable
‘counter-weight to balance out the resulting tare moment, so that the
moment cell will receive only the aserodynamically caused moment.

5ide Force - Rolling Moment

Struts 3 and 4 from the moment table lead to a resolving linkage which -
is identical in principle to that of the drag force-pitching moment. The
‘side struts 3 and L are slightly closer to the tunnel centerline, so that
the flexures at the moment table and of struts 1, 2, 3, 4 can all be located
on a vertical iine. through the center of moments, ThlS location of the
flexures eliminates one source of force interactions.

The floating assembly is practically symmetric about a vertical plane
through the tunnel centerline; hence only small counterweights have to be
used, mostly to balance the bell-cranks themselves, so that the force-
measuring cells will receive no tare loads.

12




Lift Takeout Linkage. :

Lift could have been %aken out simply by connecting a vertical strut
from the moment table to the 1ift cell, this strut being directly under
the moment center. However, when drag and moment are applied, the
moment table is going to be displaced and rotated in the lift-drag plane;
the 1ift strut would no longer be vertical, and there would be both drag
and moment errors proportional to the products ID and IM, Drag accuracy
is not regarded as highly important in supersonic wind tunnel testing,
since the proportion of drag due to skim friction, depending on Reynold's-
number and surface roughness, cannot generally be scaled properly; but
high accuracy in pitching moment is freguently desired. According,
design of 1ift strut was selected which eliminates (to a first order of
) appronma‘blon) the guadratic interactions on pitching moment and rolling
moment proportional to the .product of 1ift times either drag, side force,
pitching moment, or rolling moment.,

There would be displacement of the flmating systems under loads due to
elastic deflections of all parts, even if the load cells did not yield at
al'l., with applied loads.

The 1ift strut system is shown. schematica]_ly in figure 6 The moment
table is distorted in order to shoy the floating links AD and BDE which
are inside it. The moment table is connected by a flexure at B to the top
of the upper floating link, free to bend in either direction, The moment
table is commected by flexure strips to the bottom of the lower floating
link, at ¥, in such a way that E can only be di splaced vertically with
respect to the moment table.

To understand how this sy_stem operates; it is simplest to consider
what happens if the moment table is held ridgidly fixed; and the upper
end B of the lower fleoating link is disconnected from the 1ift beam and
moved to B'. . The 1line diagram to the right in Figure shows the motion
of the flexure-points relative to the moment table. When B is moved to
Bi, peint B moves upward slightly to B; point D moves on 2 circular arc
about A to the point D', rising a distance (/1(1 - cos 6). The vertical
componen‘b of length DB changes by an amount “f-(1-= cos f)e The result-
ing motion of B to BY is the same as if B movea on a circular arc of
radius r about a point Ci, up to terms in the Lth power of t he angle x,
The relative lengths f. Y’ and {. were so chosen that the effectivé '
center C is at the cener of momérrb of the balance system. The motion of
B relative to the moment table is not restFicted to one plane; hence B
moves on a Spherical surface of radius r aboult the center of moments C,
when motion of B relative to the moment table is considered,

This geometrical relationship, that the distance BC = r remains constant,
means that as far as resolution of forces is concerned, the whole 1ift
linkage can be considered equivalent to a simple strut attached to the 1ift
beam at B and attached to the balance system at the center of moments,

Hence it results that when the moment table is displaced by combined loads,

13



the reaction of the 1lift strut on the moment table produces no pitching,
yawing or rolling moments. Lift does produce drag and side force errors

under combined loads which displace the moment table, but these are small
because the equivalent 1ift strut from B to C is quite long.

The flexure B connects to a 1ift beam, the other end of which carries
counterweights to balance out the dead weight of the floating system; this
long end of the beam also connects by strut to the 1ift cell.

FMlexures

For flexures which have to bend in both directions and also twist
glightly; a special design was evolved at the Wind Tunnel, This design
bends very much more easily, yet is stiffer in tension and compression,
than a flexure formed by a necked dovm portion of rod. With regard to
these properties it is equivalent to two flat flexures, arranged at 90°
but placed in series, a design which is often used. But the new design
puts the flat flexures in the same axial position on the strut. All
these features aid in reducing force interactions in the balance. This
flexure is illustrated in figure 7. Figure 7b illustrates the consequence
of not having a strut flexure on an axis through the center of moments.
This is a plan view of a strut to the floating system to resist drag.. If
the floating member rotates to the dotted position due to applied yaw, the
compression in this strut caused by drag will produce guadratic errors in
yaw moment and side force proportional to the prqduct of drag times yaw
moment .

Most of remaining flexures which have to: bemd in one direction only
are crossed flexure hinges.

Installabion of Balance _

The balance system is made so that it can be quickly removed or in-
serted in the balancé tank, The crescent carrier bracket which normally
is bolted and doweled to the top of the moment table, can also be fastened
in its working position to the ceiling of the balance tank, so that model s
with interngl strain gage balances can be tested when the regular balance
system is not installed, To install the regular balance system, the
crescent carrier bracket is raised slightly, the balance system is rolled
(one side of the balance tank having been removed) and roller jacking
screws loosened. The balance thus is lowered so that it rests on two ways
similar to those of a lathe carriage. Three capscrews fasten it down to
these ways. The crescent carrier hracket is lowered onto the moment
table and bolted, and electrical commections to the load cells are plugged
in..

Diaplacement Sensing on the Moment, Table.

If the displacement sensing devices in the load cells are used, the
load cell coil itself will yield less than 0.001" under full Joad. But
the deflection of the model under air loads comes from strut ;leﬂection,
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erescent deflection, and those of the strut carrier, moment table,

struts to the moment table, reversing beams, ground points, floating
beams, struts from floating beams to bell-cranks, bell-crank deflections,
struts from bell=-cranks to load cells, in addition to the deflection of
the load cell itself.

To reduce the total deflection. of the model under load, the moment
table itself is provided with 6 displacement sensing Schaevitz trans-
formers. Six signals from these are taken to a mixer, from which dis-
placement control signals are obtained for the 6 load cells, Geonerally
two moment table displacement signals have to be mixed in the-proper
ratios to get the signal for con’trolllng the current to each 1ea.d 0911.

This method of control should hold the moment table 1tse1f practically
fixed, except for the dlsnlacement of not over 0,001" required to get an
adequate displacement signal ‘from the six Schaevitz transformers, Since.
the introduction of many elastic members between the load cells and the
(generally two) displacement pick-ups which controls them greatly thanges
the nature of a portion of the servo-leeps involved, it is not certain
that this method control will work It has been made to operate fairly
well on a 2~component mock-up, and thé geometry of the balance pretty
much makes the six force components independent in pairs. Hence it
seems probable that the system will work.

Adjustments raquired during balance alignment to remove interactions
w:.ll probably be slightly alteéered if control is swhiched from controlling
the 1oad cell displacements to controll:n.ng by moment table dz.splacements.

Since the model suwort strut will be frequently changed and hence’
will vary in flexibility, it is recommended that calibration be done with
a very rigid replacement for the model support strut. At the completion
of calibration, interactions which camnot completely be removed shotld :
be measured and recorded, Then additional increments of interactions due to
bending of the model ®support sting can be calculated and corrected in the
-course of computations, assumifig rhat model strut deflections.are meashred
for eaeh model strut used,

' Angle of Attack Gun‘trol

The crescent barr:.es a curved ra.ck and is dr:wen by a pinion gear-. The
rack is U3i2* P,D, and the pinion is 1,2%, giving a gear ratio of 36:1, The
pinion shaft is driven by a Bodine Geared Reducer Motor 1725 R.P.M, with a
gear ratio of L8:l, ‘The motor is 60 cycle, 220V, 3@, 1/70 hep. This will
drive the crescent at a speed of 1725  r.pem. or 1725 x 360 = 1725

& x L8O 3% % L80 L8
degrees/min. approximately 36 degrees/min, ' The resulting time ger degree
is 60/36 = 1,67 seconds per degree; hence the whole range of 20 can be
¢overed in about 3l seconds. The drive gear teeth are 10 pitch, 20°stub

teeth,



The pinion shaft drives a fine apd coarse selsyn pair for
remote indieation of angle of attack; ad a selsyn far the windshield
follow-up servo, The signal from the windshield servo goes through a
differential selsyn, which enables the windshield to. be adjusted ’
manually in case of strut-windshield interference,

Tempera.ture Effects

- If the tenperature of the whole balance were to change, with all
parts undergoing the same temperature rise, and if all parts were made
of material with the same coefficient of expansion, the performance of
the balance wonld not be affected by temperature changes. However,
when theotmnel is started, the walls of the air passage usually drop
about 20°F. below room temperature, in spite of the fact that T_is

kept about 20° above room temperature, The parts of ‘the balanc®

system up ip the windshield and the parts just under the tunnel floor
will get cpol first, while the parts near the bottom of the balance
tank will cool more slowly, and never cool off as much as the tunnel

- walls 00015

Thus, temperature gradients will: mat in the part.s of the balance
system, and this will result in balance. system misaligmment 4f the parts
have temperature coefficients of expsnsion different from zero. For
example, if the upper half of the reversing beam (assumed to be steel)
in figure 5 becams 1 F. cooler than the lower half, 30 1b. applied drag
woild result in .03 in.1bs. of moment, Since the leagt count of the
moment balance is 0,01 in, 1bs, this effect would be serious.- For this
reason; all those parts of the balance system which would cause _appreci-
able errors due to temperature changea are being made of lnvar:

) Effect. ‘of Vibrations

Foundation v‘lbrations will also h.p.ve the effect of producing
vibrations in the parts of the bglance system, For exampleé, the floating
part of the system (moment table, crescent, strut, moment tare compen-
sator) are counterbalanced by a heavy counterweight at the other end of
the 11ft beam., Vertieal vibrations of the foundation would cause bending
vibrations in this 1ift beam; since the electromagnetic pot to balance
and measure applied forces is governed by the displacement plckup, and
exerts forces proportional to relative displacemeul; pickup; the electro-
magnetic pot would exert forces trying to prevent relative motion at

.the displacement pickup, These forces would then appear on the electri-

cal weighing signal, and have to be filtered to obtain a readable signal.
The larger the vibrations; the more slaborate is the filter needed; this
filter has the objection of slowing down the response of the system to

Applied forces, as well as increasing the expense and complexity of the

system,

In a similar mamer, horizontal vibrations would canse vibrations in
the parts of the balance system, and oscillations in the elestrical force
signals, Also, rotational vibrations would have similar effects. Hence
measurements were made of vertical and horizontal (in two directions)
vibrations and of rotational vibrations about three axes, uging seismo-

6.



graphs recording on a Brush recorder. Vibrations of about 0,0005"
amplitule occur on the foundations of the present bomb tunnel
foundations. The main sources of the vibrations were found to be the
main motors (20 cycles), the intake compressors and large vacuum pump
(4 to 5 cycles per second) and the air conditioning compressors (about
10 cycles). The large centrifugal carrier compressors would cause 90
cycle vibrations, but these were not detected, hence must be small,

For horizontal vibrations, the inmertia of the floating system adds

apparent oscillatory drag and side forces. TFor vibga:bionsf of amplitude

A and frequegey w, the acceleration amplitude is Aw®, and the resulting
force is MAw“. The floating system will weigh .about 200 1b.; the result-
ing force from an amplitude of ,0005" is

FhMAwe

=£g_g ::51*:].{}"’43:(2nx20)2

=10 x (hn)2
3

= 50 1b, approximately

This is the magnitude of the oscillating force which would appear on the
weighing system if it were infinitely stiff, While the weighing system is
not infinitely stiff, 50 1b, drag would deflect it only about 0,0001%,
hence this amplitude of vibration of the base frame would actually indicate
an oscillating drag of about LO 1bs, Vertical masses are counterbalanced
so that vertical vibrations do not produce this kind of effect. '

Two steps were taken to cut down anticipated difficulties. The firm
of Sandberg-Serrell, Inc., were asked to make the parts of the balance
system sufficlently stiff to keep all resonance frequencies above 20 cycles,
and to provide isolation of the balance from foundation vibrations as far as

possible,

For vibration insulation, a deep pit is to be dug under the balance tank.
The balance frame will have three supports, through holes sealed by flexible
bellows in.the bottom of the balance tank, to a massive concrete block. This
block in turn is supported on four posts or columms fixed at their lower ends
in the foundation. These posts are sufficiently rigid so that air forces on

‘the model will not cause serious model displacement; and the block is heavy

enough to bring the natural frequancy of the balance system foundation down
to a low value, below the 20 cycle frequency.

17
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Concluding Remarks

The desirable features for a supersonic wind tunnel balance are high
accuracy extending down to small force measurements, easSs of adjustments
to eliminate interactions, accessibility of parts for adjustment or re;:»l.xa.r.:e«=
ment, compactness, and reliability.

Compactness is wanted because the balance tank must be pumped down to
model base pressure, which may be ag low as 5 millimeters absolute. Because
of the wide changes in tank pressure, grounded points of the balance system
must not be moved by tank wall deflections due to pressure changes, Because
of the wide temperature variations which occur when the tunnel is started,
it was found necessary to use a good deal of invar for balance paris. A :
study of foundation oseillations showed the need of balance vibration .
" isolation in horizontal directions,

A study of methods of adjustment to eliminate interactions (discussed.
in the appendix) indicated that the umorthedox rectangular arrangement of
struts and reversing levers is easier to adjust than the more usual tripod
system first considered; also this design permilted the large electro-
magnetic pots or load cells to be placed inside the balance tank; in the
original tripod system, these were to be placed outside, with special design
bell cranks intended to bring out forces tilru sealed joints which it was
hopegd could be made friction-less and not influenced by pressure. The
electromagnetic load cells were tested in a pressure of 5 millimeters
absolute to check that they would not run hot under contimied loading.

7L S0

TURNER L. SMITH
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Appendix; 13" x 15" Tunnel Balance Calibration Procedure.

Axis Conventions, For the purpose of this calibration description, the
Tollowing conventions are adopted,

x axis points upstream

¥ axis points vertically upward
z axis to the right when observer is 1dold.ng ‘wpstream
This forms a right-hand system of coordinate axes (sée Fig. 1).
Direction of positive moments is the right-hand rotation sense about
the corresponding axes. Thus positive pitching moment is a couple’
causing the nose of the model to rise, positive roll is right wing dom,
and positive yaw is a turn to left. ,
Positive rotation of 90%about x axis carries y inbto 3 axis
Positive rotation of 90%about ¥ axis carries 2 into x axis
Positive rotation of 90°about 2z axis carries x into y axis
(This reverses the directions of x and y axes and of yawing moment from
the convention that has been used at Aberdeen. But the conventions used
at Aberdeen are a right-hand axis system, in whic¢h the conventions for

roll and pitch are left-hand while yaw is right-hand, This mixed system
is confusing to use in angl‘ysis.) _

Design Range, (High range)
Forces in pounds
: +50 or 20 to <80 (nega‘bive of drag)

13,: +100 (11ft)
F,: +50 (side force)

Moments in inch pounds
M : +600 pitching moment

Mx: +300 rolling moment
My: +300 yawing moment 7 .
Each component has a-low range of 10% of the corresponding high range;

range changing is by means of a range switch on the corresponding Brown
Instrument. The least count of the Brown Instruments is 0.01% of the range.
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Adjustment for Mechanical Aligrment
For this purpose the base frame will need to have:

1, Surface for precision 1eveling, ground flat and provz.ded
with a protective cover plate,

‘I’hree reference mxrfaces, perpendicular to the three co-
ordinate axes X, ¥y 2, of known x, ¥, 2 coordinates res;:ectlvely to measure
from to establish a coordinate system, .

3. Two reference 1ines, parallel to the x and 2 axes, to enable
transits to be set up so that their telesq:opes swing in the xy and zy planes.
(The reference line parallel to the z-gxis to be parallel to the v-groove
for the suppert rail.) ,

Procedure for _as.ségbly.

"1, Assemble the moment table, crescent support bracket, crescent,
strut, and a strut extension whlch is a. 1ight, long rigid tube of unifom
dizmeter and stra:l.ghto

: 2 Supporb this assembly (See Fig. 2} on the previously leveled
base frame by the adjustable deflection 1limit stops. By adjusting these
stops, fasten the floating assembix in the correct position, using tramsits,

: 3; Assemble the 1ift linkage, adjusting Lengin f1§ s0 that the
1ift dakeout lever is-level, _

h, Assepble the dragmpltching moment systrem, .adjusting f
that the reversing beam is vertical and adjusting go that the ﬂoa%mg
beam is vertical. Adjust; fs ang 9'6 so that the b "%rank arms gre vertical
and horizontal. |

5§ Mzke similar adjustments in assembling the side force-rolling
meoment system, oo

6, Similar adjustments on the yawing system,

7. Adjust tape length on moment tare compensator so tha!; count er-
weight shaft is horizontal at zero angle of attack.

8« Mount external differential transformers and adjust their
push rod lengths until their cores are centered; make necessary phase balance.
Requires 5000 K.C. oscillator and oscilloscope (coRo)o

% Put in pots; adjust for center position of coil by means of
the s:.gna‘l from the differential transformer in pob s,

10. Make rough ad;;ustments to potentiometers so that Brown
Instruments read forces approximately correctly.
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Elimination of Interactions

1, Lift

Description of linkage (See Fig. 5)

The linkage consists of the moment table M, a load transmitting link A,
a second link B, and the take-out lever 1 with counterweight, Horizontal
flexures at @D permit the lower end of link B.to have a vertical motion.

The ratios of lengths in links A and B are so selected that if the
moment table M is held fixed and A3 is disconmnected from the lever L
(See Fig, 7), the end {8 of B moves (approximately) on a spherical sur-
face about a center C at the height of the tunnel axis. It then follows
that this linkage is equivalent to a simple strut from @ to C. This

virtual center C is on the extension of the line through and 9
and adjustment consists in making the line through 2 49 pass
through the moment center, and in making the line from through C
vertical. A
Adjustments

Apply a 1lift load at the center of moments 3 read pitching moment,
rolling moment, drag and side force.

a. Make x correction at either @ or Q3 to get zero pitch-
ing moment due to 1lift. Equations are approximately

X = Xyg + (%9 - Xp9) = 2x)9 = Xpy
M=Lx =1L (2'1:19-1517)
since approximate Y17 = 2y19. Hence adjustments at @ must be twice
as fine as at @ . )
b, Similarly make a correction at either 43 or 9 to
correct rolling moment. The rolling moment error due to 1lift L is
RM = (—-2z19'_+ 217) L
c. The equivalent strut from 48 to C is about 4O long.
From the two preceeding adjustments to obtain zero roll moment and

zero pitch from 1ift, we can now assume that x = 2z, = O. Then the
drag error due to 1lift is .

D = -Lxyg/0"

Adjust X8 to make this zero.
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de S:i.milarly adjust 2,3 to reduce to zero the side force due
to 1lift, which is

8.F, = + »I.zla/hﬂ

' e. Wit.h these ad justments properly nnde, there is no way in
which 1ift can produce yawing moment. '

Drgg Pitching Moment Adjus'hnox;ts .

' - Referring to Figure 3, a drag D puts 2D ccmpresaion in strut 1 - 2
and D tension in strut 3 - 4, Pitching Manent P puts P/28.5 compression
in strut 1 - 2 and P/28.5 tension in strut 3 ~ h. The resulting errors
dus to misaligment are? -

(1) SF = (2D + P/ZB.,S) (81 - 32) + (D + P/28,5) (sh -2 )
(2) W= (2 + P/28.5) 81 -~(D * P/28a5) s

() L= (+2/28.5) (7 - 7,) + O+ p/za.s) G - 75)

Zy = B4 2., = 3
- mt-za. 2D + P/28.¢ D + P/28,5) S—vl
k) 5( + P/ 5)’1 xe+57(+/ 5)3 ’h.

‘Method of Proced'nre Apply a drag, then a pure pitching moment (or apply
a drag, and a combined drag and pitching moment), and read SF, YM; L,
RM, OSince the 1ift system has been aligned, the pitching moment eould
even be obtained by hanging a welight on the strut, distant from the ~
mement center. ‘

Firat use equatinn (2) ‘which given two equations, |
(2a) My =D (2 "‘1”“‘3) :

e ey o
These two equations determine the errors -‘:I.!:l!’aiign‘t&e'nt 2, and 5357
 MNext use equation (1), which for the two loadings gives

{la) SFp = 2D (zl - zz) +D ("h - 53)
(1b) 'Sfp'“(fﬁg.g)-@l - 5_2)~ +(P/28.5)(5h - 53)

Since gz, and ﬁ3 have been found, these two e&u,ations determine %y and. |

5 , . .

. ho N ’
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From equation (3) the two ioadi’ngs give
(33) LP; 2D (yl - ya) + D (jh - y3)
(30) Ly =(P/28.5 Xy - 7,) #(P/26.5) (), -'y3)

These equations determine the errors in (yl ¥o) and (yh y3) Correct
these by changing ¥y, and Y33 for chang:mg T and y, would mess up the
drag-pitching moment separation.

It will be noted that if these correctlons are made, then there can

be no rolling moment error, since equation (4) will be satisfied, with
zl—zz=z th-o °

Finally y. is adjusted so that no moment appears when dra.g is applied
5

(using first coarse, then fine adjustment) and 3’6 is adjusted so that no

drag appears when pitching moment is applied.
If preferred, equation (4) can be used instead of equation (2); then
the interactions of drag and pitch on roll moment can be made exactly

zZero, but a small yawing moment may appear due to drag and pitching
moment, :

Side Force - Rolling Moment Ad tustments:

This system is identical in adjustment method with the,system just
discussed in the last paragraph. The equations are {See Fig. h)‘“ .

* Actually, due to flexure stiffnesses, Z)s Zps Z3s zh will not be
quite gero. Remember that when drag is a.ppl:.ed, the moment table
moves downstream by perhaps ,001" for 50 1b, drag. Similarly, under
a pitch:.ng mainent the moment table rotates slightly. This produces
bending in the struts to the side force-rolling mement system, and the
bending of these produces yawing motion. Actually, therefore, a4 and

%y will be slightly different from zers %o compensate for this flexursl
stiffness. This need not .concern the persom making the adjustments)
as it is automatically accomplished; tut it may mean that drag and

piteching moment produces a slight rolling moment reading, Nothing can
be done about this. .

This effect due to yielding of the moment table (under loads) and
flexure stiffness, will be different when displacement control is
located in the pots instead of between.the moment table and base
frame,



(1) D = (25F + BM/28.75)(xg = x,) + (SF + RM/28,75)(xg - x,,)
(2> ™ = (25F + RM/28,75) %, = (SF + RM/28,75) xg

(3) L= (25F + rm/zan;)(#., = yg) *+ (SF + BM/28,75) (7,5 ~ ¥o)

gm 1=;t§t=28..75(22‘>F+1?1-I/2875)x'r 7+W50$F+mﬁ&m)%;;%' ‘

Again, we may satisfy either (2) or (4) but not both, due to flexure
stﬁfness combined with system yielding. The remaining interactions will -
be smaller with dlsplacement control at the moment table, and with more
flexible flexures. :

Yaw System Adjustmentso See Fig, 6

B g%nce (14) is more accessible than (16), we will adjust (1l) instead
of (12).

First adjustment is to eliminate 1lift due to yaw. Assume that z;¢

" is set correctly to make the two arms of the floating level equal (it does
not matter if this assumption is false), Then if 2,), is wrong, the lecads

in struts 13 - 1l and 15 - 16 will be unaq;ual and their differences will
give drag (and pitching moment). let the yawing moment produce tension
of magnitude F in strot 13 - 1, compression of amount F, in strut

15 =« 16, and 2 drag D.
Then taking moments about 15,
(1) II“I913F1+65D
The sum of the forces must be zeros, so that
(2) F-l +D = F,

Finally, taking moments about the fulorum of the 'raversiﬁg lever,
and letting zlhl be the error in pesition of 1,

(3) F, 0+ 2y) =10 F

These tﬁree equations determine F‘l’ Fé and zl'h when a known TM
is applied and D is measured. The solution is . _ ’

‘ 1 0 D

or since D YN, approximaf.ely
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5
With drag caused by yawing moment eliminated, we can assume.
Fi=Fy= -IM/13; then
(6) M= T" (y13 - y15)

(1 Le f (Ym Y]_B) *+ (394 - T15)
(8) RM = 6.5 - %" (3;13 - yll;.) "(716 - 3"15)_

) 57 =T (ay) - 390) * (3gg - 53g)

To satisfy (8) we may adjust either 313 or ;53 since to change 29, ot
3,¢ could reintroduce a drag due to yaw.

We will agree not to adjust y,¢; then equations (6), (7) and (8)
determine Y135 Y10 and T1g°

Eliminate (7 = 7)) from (7) and (8), which gives
(-10) (ylél ' 3'15) = 6.5 L +R

This eﬁa‘bles y]b - ¥ig to be coﬁpu'bed. We will assume Ylé is its- nominal
 value from the drawings, then ¥yg can be computed. '
From equafion (6);
13 FY¥
Y13 = g * 'éﬂ?‘i‘
Finally from (7) _
: - _ J,g L.
y]_h-' Y13 - (3{16 - Yls) *
In the case of the yawing moment sys'bmn all the interaction
equations can be sat:.sf:n.ed and it should.be possible to remove all

traces of yawing moment in the other five components even with non-
' z6ro flexure stiffness and y:.eldmg of the System under yawing moments.
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Summary Table

Forces Read
Force a _ et o
Applied D L SF. PM RM T
) ' i L0 0 o L By
1 ol 1 o | o [ o | o
SF 0 |0 1 ey 0 d
P o |0 0 1 ‘ay by
RY K2 0 0 €y 1 d,
n .6 | o o'l o | o 1

Due to flexure sﬁiffness and yielding of the moment tahle ander
loads, mot all the interactions can be mage zeéro. We may make either
e = azneorbl bz'ﬂﬂ,butnotboth. Similarly,wemaymake‘

cl=c2,=00rd1 dz-o.‘

It is also possible to calibrate the system so that peither the

a, or bi are gero, but the a; ‘are half the size they wculd be if the by

were zero, and the bi are half what they would be with the ay = 0.

After the' interact:.ons have been el:.m:.na‘bed the calibration con-
sists of adjusting two potentiometers for each of the 'six Brown Instru-
ments (modified), one for the high range and one for the low rangé, so

. that the readings will represent’ pon.nds or inch pounds with perhaps a

shift of decimal point. The adjustments to eliminate 1n'beract.ﬁ,ons

assume that the Brown ‘Instrument cqrrent-measurmg poten'blmne'bers were

roughly sdjusted in the baginning.

-,Tare Homent Ca_rr_pensator Adjustment.

'The tare'moment cempensator (See Fig. "8) is driven by steel ta.pes
from the crescent; 8o that it rotates ahout its »otation pen‘bar vith .
the same angular veloc:.ty and direction as' the crescent. ' To study its
dction; one can think of it as being translated so that jts centar of

rotation coincides with that of the cmscer;t, and then frozen to the

crescent, The c.g. of the crescent, sting and médel; together with
the compensator moving mass thus translated and frozen 5 the crescent,
will be called the combined c.g. :



The weight W, moving parallel to the gtrut axis serves to move the
combined c.g. in this direction, while W, -serves to move the combined

c. g. perpendicular to the strut axis. Both must be.adjusted until the
combined c.g. coincides with the axis of rotation.

Generally models ha.ve their c.g. on the strut axis; in tha.s case
changing models will only shift the combined c.g. alcng the axis, and
hence ‘requlre only readjustment of the weight Wl. For this reason, Wy’

is motor-driver with remote control.

If wy, is too high by a distance &, then the combined c.g.  is too
high by a distance ry = 6, w2/w where W is the combined mass of compen-

sator, model, crescent and strut. The resulting moment at angle a is

W r2 sin '6:01'

PM = wzﬁz gin &

If wy 1d too far upstream by a djstance 81,' the resuliing moment

is - ¥ ry cos a, where Ty P 5, wl/W; or with moment zZeroed when & = O,

PM = 5, wy (1 - cos a)

A1l the bell-cranks transmititing forces to the pots bave adjustable
counterweights to enable static zeros to be set. In general, vwhen a
model is changed, only the counterweights on the 1ift lever and on the
pitching moment bell-crank will heed changing. These are remotely con-
trolled by motors. But if the c.ge. of the model is off the xy-plane,
the roll moment counterweight will alse need adgustmen‘b to zero this
component.
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FIG. 6
YAW SYSTEM
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